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The above options are subject to change without prior notice
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The above options are subject to change without prior notice

HYDRAULIC ROCK SPLITTER CYLINDER / 50



04 The above options are subject to change without prior notice

SINGLE - ACTING CYLINDERS

�Capacity : 5�100 tons

�Stroke : 50�200mm

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�Pump : To use 30% more than oil capacity 

of Cylinder

�How to understand Model No.

T S - 5 5

�Stroke, 50mm

�Capacity, 5ton

�Single-Acting

�TECPOS

��������� ���������	

Spring return type
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T E C P O S

The above options are subject to change without prior notice

�Specifications
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DOUBLE - ACTING CYLINDERS

�Capacity : 5�1000 tons

�Stroke : 150�300mm

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�Faster Retraction under hydraulic power

�Removable plunger caps

�How to understand Model No.

T D C - 5 1 5

�Stroke, 150mm

�Capacity, 5ton

�Double-Acting Cylinder

�TECPOS

5, 10, 20, 30

50 Ton Over 5, 10, 20, 30 Ton
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T E C P O S

The above options are subject to change without prior notice

�Specifications
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�Specifications

SHORTY  CYLINDERS

�Capacity : 10�200 tons

�Stroke : 44�50mm

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�Compact, flat design for use where other 
cylinders will not fit.

�How to understand Model No.

T S S C - 1 0 4 4 

�Stroke, 44mm

�Capacity, 10ton

�Shorty cylinder

�TECPOS

Spring return type
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T E C P O S

The above options are subject to change without prior notice

LOW  PROFILE  CYLINDERS

�Capacity : 5�150tons

�Stroke : 6�16mm

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�TECPOS low profile cylinders are designed for 
use where  there is a minimum of clearance 

for insertion of cylinders

�From 10 to 150 tons capacity single-acting 
spring Return

�Specifications

�How to understand Model No.

T S L C - 1 0 1 1

�Stroke, 11mm

�Capacity, 10ton

�Low profile cylinder

�TECPOS

Spring return type
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SINGLE-ACTING CENTER HOLE CYLINDERS

�How to understand Model No.

T C H - 1 0 4 1

�Stroke, 41mm

�Capacity, 10ton

�Center-Hole cylinder

�TECPOS

�Capacity : 10�100 tons

�Stroke : 41�75mm

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�Designed for use with screws, rods, 

cables and Pullers

Spring return type
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T E C P O S

The above options are subject to change without prior notice

�Specifications
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DOUBLE-ACTING CENTER HOLE CYLINDERS

�Capacity : 10�100tons

�Stroke : 156�254mm

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�Designed for use with screws, rods, cables, etc.

�Specifications

�How to understand Model No.

T D C H - 1 0 2 5 4

�Stroke, 254mm

�Capacity, 10ton

�Double-Acting Center Hole

�TECPOS

DOUBLE - ACTING CENTER HOLE CYLINDERS
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T E C P O S

The above options are subject to change without prior notice

�Specifications

ALUMINUM  CYLINDERS

�Capacity : 20�150 tons

�Stroke : 50�150mm

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�TECPOS Aluminum cylinders are almost half 
the weight of steel cylinders.

�How to understand Model No.

T A R - 2 0 5 0

�Stroke, 50mm

�Capacity, 20ton

�Aluminum

�TECPOS

Spring return type
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LOCK  NUT  CYLINDERS

�Capacity : 30�200 tons

�Stroke : 200�230mm

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8) 

�Cylinders are load return and spring return

�Particularly use in the building industry to support 

a bridge during construction

�Specifications

�How to understand Model No.

T L N - 3 0 2 0 0 

�Stroke, 200mm

�Capacity, 30ton

�Lock Nut cylinder

�TECPOS

Spring return type 
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T E C P O S

The above options are subject to change without prior notice

HYDRAULIC JACKS

�Capacity�50�200tons

�Stroke�10�20mm

�Maximum Pressure�700-2000  Bar

�For use of mounting, demounting of 

marine propellers

�Capacity�300�1500tons

�Stroke�10�12mm

�Maximum Pressure�700 Bar

�To fit marine propellers pressurizing 

by single Disk Ram Jack.

�Specifications
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HYDRAULIC JACKS

�Capacity�13.5�309 tons

�Stroke�4-10mm

�Bolt Range�M20�M100

�Maximum Pressure�1000�1500 Bar

�Hydraulic Coupler : TBC 381F(PT3/8), C jN(PF1/4)

�Fitted with single acting spring return cylinders 
for use of Bolts/Nuts connection

���������	
����	

�How to understand Model No.

T B T - M 2 0

�Bolt Range

�Bolt Tensioner

�TECPOS

�Specifications
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T E C P O S

The above options are subject to change without prior notice

HYDRAULIC  SPLITTERS

�Capacity�14 ton & 32.5 ton

�Bolt Range�14 ton(M12�M24) 

32.5ton(M20�M33)

�Maximum Pressure�700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�����������	
�

�Easily removing rusty nuts 
without damage to bolts

�How to understand Model No.

T N S - 1 4 1 5

�Stroke, 15 mm

�Capacity, 14 ton

�Nut splitter

�TECPOS

�Specifications

�



18 The above options are subject to change without prior notice

�Specifications
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�How to understand Model No.

T F S - 6 6 1

�Max Spread  61 mm

�Tip Clearance  6 mm

�Hydrulic Spreader

�TECPOS

HYDRAULIC  SPLITTERS
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�����
��������



19

T E C P O S

The above options are subject to change without prior notice

HYDRAULIC PULLERS

�Capacity : 10�50 tons

�Stroke : 150mm

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�Hydraulic pullers are used when removing bearing, 
gear or pully from shafts

�This tool is for pulling out the connector 

(linked with orbit) when repairing orbit 

of various heavy equipments.
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�Specifications

�Specifications
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Oil - L - JACKS

�������� �����	�
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T E C P O S

The above options are subject to change without prior notice

�Capacity�5�30 tons

�Stroke�120�160mm

�Maximum Pressure�140 Bar

�For use in very confined work areas

�How to understand Model No.

T L J - 5 2.5

�Down Capacity

�Up Capacity

�L-Jack

�TECPOS

�Specifications
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�How to Use Oil-L-JACKS
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Never exceed the maximum

capacity indicated.

When lifting an object, support

the top in the center and press to

the inside edge of the bottom

plate. 

Keep the stroke less than

60mm when lifting an object

from the bottom. 

Keep the Jack even at all times

on level ground.
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HYDRAULIC TOOLS

�Specifications
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�Capacity : 5�10 tons

�Stroke : 90mm�200

�Maximum Pressure : 700 Bar

�Cylinders are load

return “C” and

spring return

�Standard

�Special
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T E C P O S

The above options are subject to change without prior notice

HYDRAULIC TOOLS

�Capacity : 10�100 tons

�Stroke : 150mm�200

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�They are equipped with eyebolts and spring-return.

�Aluminum pulling jacks are almost half the 

weight of steel pulling jacks.

�This Jack is suitable for shipyards, large construction

sites, such as welding jobs.

�Specifications

�How to understand Model No.

T A P J - 1 0 1 5 0

�Stroke, 150mm

�Capacity, 10ton

�Aluminum pulling Jack

�TECPOS

����������������	�
��
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HYDRAULIC  PUNCH
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T E C P O S

The above options are subject to change without prior notice

�Specifications

�Capacity : 32 ton, 47 ton, 60 ton, 85 ton

�Maximum Punching Diameter : �32

�Maximum Pressure :700 Bar

�Punching through I-Beams, H-Beams,

Mild steel, etc.

�Hydraulic Coupler : TBC 384WM(PT3/8)
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HYDRAULIC TOOLS

���������		�
�

�Capacity�20�50 tons

�Strokes�45~70 mm

�Maximum Pressure�700 Bar

�Angle cutters available with hand or 

electric pumps

�Hydraulic Coupler : TBC 384WM(PT3/8)

�Specifications
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T E C P O S

The above options are subject to change without prior notice

HYDRAULIC TOOLS

���������	
������

�Capacity�30 tons

�Strokes�30 mm

�Maximum Pressure�700 Bar

�Round Bar cutters available with hand or electric pumps

�Hydraulic Coupler : TBC 381F(PT3/8)

�Specifications

�Specifications
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�Hydraulic Coupler : TBC 384WM

�Maximum Pressure�700 Bar
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HYDRAULIC  HAND  PUMPS

�Specifications

�Reservoir Capacity : 280-10000cc

�Volume per stroke : High Pressure : 0.5 cc/stroke

Low Pressure : 5 cc/stroke

�Maximum Pressure : 700 Bar

�To order double acting hand pump add the letter 

“D” to the model No.    ex) THP-2B-D
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Option : Hose, Coupler, Gauge, Nipple
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T E C P O S
HYDRAULIC  HAND  PUMPS

THP-1A THP-3A

THP-28

THPA-1B

THPA-1C

THP-2B

THP-3B
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HYDRAULIC  FOOT PUMPS

�Specifications
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�Specifications
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�Reservoir Capacity : 800-1600cc

�Volume per stroke : High Pressure 2cc/stroke
Low Pressure 13~16.5cc/stroke

�Maximum Pressure : 700 Bar

�Maximum Pressure : 210 Bar

�Selection pump : To use 30% more than cylinder oil 

capacity
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T E C P O S

The above options are subject to change without prior notice

MINI PUMP

��������

�Specifications

��������	
�������������

�Battery : Li-thiumion

�Maximum Pressure : 700 Bar

�Cock Type
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�Specifications
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�Maximum Pressure : 700 Bar

�Remote Control Type
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ELECTRIC  HYDRAULIC PUMPS

����������	
��������������������

�����������	
��

����	
��

���������������������	
��

�������	
��

������������	
��



33

T E C P O S

The above options are subject to change without prior notice

�Reservoir Capacity : 5.5�69.5 liter

�Output Flow Rate : 0.2�3 l/min

�Maximum Pressure : 700 Bar

�For use of both single and double acting cylinders.

�To order solenoid valve add the letter "S" 

to the model No.  ex) TMP2-S
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�Specifications

�How to understand Model No.

T M P 2 - 2S - P - P/S
�Pressurs-Switch

�Pilot Check v/v

�Double Sol

�Horsepower

Option
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ELECTRIC  HYDRAULIC PUMPS

����������	
����������������������

�Specifications

������ ������ ���� ��� �	
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T E C P O S

The above options are subject to change without prior notice

HYDRAULIC  TOOLS

������������

�������� ��	
�� �����	� ������
������� ��������� �������
���
��
�� ��� ��� ��� ���� ���

�How to understand Model No.

T C T 3 2 - N

�Without Pump

�Wire Dir

�Wire Cutter

�TECPOS

�How to understand Model No.

T C C 7 5 - N

�Without Pump

�Cable Dia

�Cable Cutter

�TECPOS

��� !"# � �� �� ���
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���&!"#
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�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�Maximum Pressure : 700 Bar       �Hydraulic Coupler : TBC 381F(PT3/8)
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HYDRAULIC TOOLS

�Punching Capacity�1/2 �4

�Cylinder Capacity�10ton

�Maximum Pressure�800 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�Specifications

�How to understand Model No.

T K O P - 2

�Model No. Size

�Knockout Punch

�TECPOS

���������	
��	���
���	�
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T E C P O S

The above options are subject to change without prior notice

HYDRAULIC TOOLS

���������	
	���	��������	���

���������	
	���	��������	���

�Specifications

������ � ��
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������

���
�������������	��
���������	����	
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�Specifications
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�	�������	�� ��	
�	����	���	������� ���	���� ���	�"������
 �����	����������

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�Maximum Pressure : 700 Bar
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TERMINAL  CRIMPING  PRESS
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�How to understand Model No.

T C 3 2 5 - N

�Without Pump

�Teminal Crimp Capacity

�Crimping Press

�TECPOS

�Maximum Pressure : 700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)
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The above options are subject to change without prior notice

TERMINAL  CRIMPING  PRESS
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�Standard Sets

�Specifications

�Capacity�30 tons

�Stroke�30mm

�Maximum Pressure�700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�Dies Hexagon

�To crimp various cable terminals 

by hydraulic Pressing

�Basic : 5EA 

�Dies : 180~200, 240, 250, 325, 400~500

�How to understand Model No.

T T C P - 5 0 0

�Capacity(500mm2)

�Terminal Crimping Press

�TECPOS
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PORTABLE BATTERY OPERATED TOOLS

�����������

���������	


�������


�Basic date

�Battery : 1EA

�Charger : 1EA ��������

�Dies : 5EA

�Dies Standards : 150, 185, 240, 300, 400

�Basic date

�Battery : 1EA

�Charger : 1EA ��������

�Dies : 8EA

����������������	���
�����������

�Air-1/2, Gas-5/16
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T E C P O S

The above options are subject to change without prior notice

PORTABLE BATTERY OPERATED TOOLS

�Specifications
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�Specifications
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�� �������� ����� ��������� �������������

��() &*%# ����� �������� ������� ��	������� ��(
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� Standard Hole Punch Size : �10.5,  �13.5,  �17.5

� Max. Funching Thickness : 5mm

� Battery : 1EA

� Charger : 1EA ���������	


� Maximum Pressure : 700 Bar

��+����
��������
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STAINLESS PIPE JOINT TOOL

����������	�
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�Specifications
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UNDER 30SU

OVER 40SU
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The above options are subject to change without prior notice

STAINLESS PIPE JOINT TOOL
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STAINLESS PIPE JOINT TOOL

STAINLESS PIPE JOINT TOOL
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DTFM (DAEJIN TECPOS FITTING FORM MACHINE)
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HYDRAULIC  PIPE  BENDERS

� Cylinder�2�, 3�, 4�

� Maximum Pressure�700 Bar

� Stroke�255�300mm

� Capacity�10�20tons

� Hydraulic Coupler : TBC 381F(PT3/8)

�Specifications
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�How to understand Model No.

T P B - 2�

�Bending Capacity, 2 inch

�Pipe Bender

�TECPOS
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3�, 4�
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2�
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RATCHET HAND  BENDER

�Formers size : 10, 12, 15

�This bender is light weight portable.

�It takes little time to exchange formers.

�Bending is easy with bevel ratcheting.

�This bender can be used for any tube material 

(steel, stainless steel, copper tube, etc.) 

and there will be no deformation.

�Specifications
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HYDRAULIC SHOP PRESS
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T E C P O S

The above options are subject to change without prior notice

HYDRAULIC SHOP PRESS
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�Capacity�20�200 tons

�Stroke�200 mm

�Maximum Pressure�700 Bar

�Hydraulic Coupler : TBC 381F(PT3/8)

�When pulling and pushing of bearings, 

gears, couplings, and assembling of products
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HYDRAULIC ROCK SPLITTERS
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EXAMPLES OF APPLICATIONS
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EXAMPLES OF APPLICATIONS

�C-SECTION STEEL PUNCHING �BLOCK LIFT(Heracles)

� HYDRAULIC AUTOMATIC PULLERS �TABLE LIFT

�SHOP PRESS �10TON C-TYPE PRESS �ALUMINUM LOCK NUT CYLINDER

� PLATE CUTTERS � BATTERY BROCK LIFT � BATTERY BROCK LIFT
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T E C P O S

The above options are subject to change without prior notice

EXAMPLES OF APPLICATIONS

�Steel Supports removing Hydraulic JIG : used in removing
steel supprts for shipblocks.

�Block Lift : Usually used to set heavy duty shipblocks when
shipbuilding.

�500Ton Press : Press may be used horizontally for special
applications with user-supplied supports.

�30Ton powder forming press : Using Single-Acting 30ton
Cylinder

�1.5Ton Reel Stand : Ratchet type �2Ton Reel Stand : Hydraulic type

�Air Drivein Pump & Water
test Pump : Used in pressure

test (Pipe, Tank, Hose, Valve)

and bolt tensioning power unit,

etc.
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HYDRAULIC  ACCESSORIES

Item Model Application
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The above options are subject to change without prior notice

HYDRAULIC  ACCESSORIES

Item Model Application
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